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VARIES 

File Name: 

- ARTICULATING CONCRETE BLOCK ANCHORING 
BASED ON GEOTECHNICAL INVESTIGATION AND 
ANCHOR MANUFACTURER RECOMMENDATION 

BASELOK GC20, GC30 OR GC40 GEOCELL 
W/ AGGREGATE (DEPTH VARIES) 

WATER LEVEL 

- NONWOVEN GEOTEXTILE 
AS REQUIRED 

EPEC BLOCK CHANNEL PROTECTION 

(J-HOOKS WITH ACB) 
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J-HOOK TIED TO CELL WALL 
(DEPTH VARIES) (TYP.) 
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NOTES: 

1. INSTALLATION SHALL BE PER PROJECT SPECIFICATIONS. 

2. GEOTEXTILE SHALL BE PER PROJECT SPECIFICATIONS. 

3. ANCHORING REQUIREMENTS SHALL BE PER ENGINEER OF 
RECORD AND PROJECT SPECIFICATIONS. 

4. DRAWING NOT TO SCALE. 

DISCLAIMER 

THE INFORMATION CONTAINED HEREIN HAS BEEN COMPLIED BY SHORETEC LLC AND TO THE BEST OF OUR 

KNOWLEDGE, ACCURATELY REPRESENTS THE SHOREBLOCK'" PRODUCT USE IN THE APPLICATIONS WHICH ARE ILLUSTRATED. 

FINAL DETERMINATION OF THE SUITABILITY FOR THE USE CONTEMPLATED AND ITS MANNER OF USE ARE THE SOLE 

RESPONSIBILITY OF THE USER. STRUCTURAL DESIGN AND ANALYSIS SHALL BE PERFORMED BY A QUALIFIED ENGINEER. 

THIS DRAWING IS BEING FURNISHED FOR THIS SPECIFIC PROJECT ONLY. ANY PARTY ACCEPTING THIS 

DOCUMENT DOES SO IN CONFIDENCE AND AGREES THAT IT SHALL NOT BE DUPLICATED IN WHOLE OR 

IN PART, NOR DISCLOSED TO OTHERS WITHOUT THE CONSENT OF SHORETEC"' L.L.C •. 


