
LAKE SIDE

WOVEN FILTER FABRIC

EXCAVATE THE BEACH TO PLACE

THE TOE AT AN ELEVATION BELOW

THE MAXIMUM DEPTH OF SCOUR

1

1

1.5

2

1'-0"

CELLULAR CONCRETE MATS

UNDERLAY MATERIAL

MLW

LAND SIDE

SAND CORE

BEACH SURFACE

VARIABLE

CREST WIDTH

3

1

SHOREBLOCK

®

ByDateNo.
Revision

Drawing No:File Name: Project No:

Title:Client:

Scale:

RESPONSIBILITY OF THE USER. STRUCTURAL DESIGN AND ANALYSIS SHALL BE PERFORMED BY A QUALIFIED ENGINEER.

FINAL DETERMINATION OF THE SUITABILITY FOR THE USE CONTEMPLATED AND ITS MANNER OF USE ARE THE SOLE

KNOWLEDGE, ACCURATELY REPRESENTS THE SHORETEC  PRODUCT USE IN THE APPLICATIONS WHICH ARE ILLUSTRATED.

THE INFORMATION CONTAINED HEREIN HAS BEEN COMPLIED BY SHORETEC  LLC AND TO THE BEST OF OUR

THIS DRAWING IS BEING FURNISHED FOR THIS SPECIFIC PROJECT ONLY.  ANY PARTY ACCEPTING THIS

DOCUMENT DOES SO IN CONFIDENCE AND AGREES THAT IT SHALL NOT BE DUPLICATED IN WHOLE OR

IN PART, NOR DISCLOSED TO OTHERS WITHOUT THE CONSENT OF SHORETEC  L.L.C..
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